
APPENDIX:  MINIMUM STANDARDS FOR STREET DESIGN 

 

 
 

 
 

Width 
 

Roadway 

Width 

 
Radius of 

Horizontal 

Curves 

 
Length of 

Vertical 

Curves 

 
Tangent 

Between 

Reverse 

Curves 

 
Maximum 

Gradient 

 
Minimum 

Gradient 

 
Clear Site 

Distance 

 
Tangent 

Property at 

Street 

Intersection 

 
Local 

expressways 

 
100 ft. 

 
 

 
500 ft. 

 
200 ft. 

 
200 ft. 

 
5% 

 
0.35% 

 
500 ft. 

 
 

 
Primary 

 
80 - 100 

ft. 

 
 

 
500 ft. 

 
200 ft. 

 
200 ft. 

 
5% 

 
0.35% 

 
500 ft. 

 
25 ft. 

 
Secondary 

 
80 ft. 

 
40 ft. 

 
400 ft. 

 
200 ft. 

 
200 ft. 

 
5% 

 
0.35% 

 
400 ft. 

 
20 ft. 

 
Collector 

 
60 - 80 ft. 

 
37 ft. 

 
400 ft. 

 
150 ft. 

 
150 ft. 

 
6% 

 
0.35% 

 
300 ft. 

 
20 ft. 

 
Minor; for row 

houses and 

apartments 

 
60 ft. 

 
37 ft. 

 
300 ft. 

 
150 ft. 

 
150 ft. 

 
6% 

 
0.35% 

 
200 ft. 

 
15 ft. 

 
Minor; for 

single-family 

residences 

 
60 ft. 

 
30 ft. 

 
100 ft. 

 
100 ft. 

 
100 ft. 

 
6% 

 
0.35% 

 
200 ft. 

 
15 ft. 

 
Cul-de-sac 

 
50 ft. 

 
30 ft. 

 
200 ft. 

 
100 ft. 

 
100 ft. 

 
6% 

 
0.35% 

 
200 ft. 

 
15 ft. 

 
Marginal 

access 

 
40 ft. 

 
20 ft. 

 
200 ft. 

 
100 ft. 

 
100 ft. 

 
6% 

 
0.35% 

 
200 ft. 

 
15 ft. 

 
Business and 

indus trial 

districts 

 
80 - 100 

ft. 

 
56 ft. 

 
500 ft. 

 
200 ft. 

 
200 ft. 

 
2% 

 
0.35% 

 
500 ft. 

 

 

 

 


